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Test Point Mounted Neon Voltage Indicators provide 
a convenient visual method for determining the en-
ergized status of underground distribution circuits. 
The indicator consists of a self-powered voltage 
sensor connected to a neon light that flashes when 
energized. Flash rate is proportional to the system 
voltage and the same indicator may be used for SKV 
thru 35KV applications.

Units are designed to mount directly to 200 & 600 
Amp elbows, splices and other cable accessory com-
ponents equipped with IEEE 386 Standard capacitive 
test points. Indicators include a universal mounting 
provision allowing installation on test point product 
as manufactured by Elastimold® and others.

Designs feature compact, shielded and sealed, corro-
sion resistant construction. The indicator is enclosed in 
a durable EPDM molded rubber housing and includes 
a built-in pulling eye for easy hotstick installation and 
removal of the indicator from the test point.

Self Powered Flashing Neon Display 
Elastimold® Voltage Indicators are self powered from 
the test point and are provided with a 20-year, long 
life neon bulb. A reflective background surrounds the 
bulb to provide increased brightness. Flash rate per 
minute is proportional to the phase to phase system 
voltage with output as follows:

Voltage Indicator Test Box 
permits field testing of V2 Voltage Indicators and pro-
vides assurance that the indicator is properly func-
tioning. The test box is lightweight, portable and self 
powered by replaceable C-Size batteries. The unit in-
cludes a standard Elastimold® test point, a push to 
test button, a green LED operation indicating light 
and a rugged, impact resistant plastic housing.

Basic Operation
1.	 Mount the Neon Voltage Indicator to the test point 

provision on the test box.
2.	 Push and hold the test button to energize the test 

point. The green LED light will flash indicating that 
battery voltage is sufficient and that the test box is 
operating properly.

3.	 Continue holding the test button until the Neon 
Voltage Indicator begins to flash. If flashing does 
not occur after approximately 30 seconds then the 
Neon Voltage Indicator is defective and should be 
discarded.

Voltage & Flash Rate

5kV voltage       20 flash rate 25kV voltage   140 flash rate
10kV voltage     40 flash rate 30kV voltage   160 flash rate
15kV voltage     70 flash rate 35kV voltage   180 flash rate
20kV voltage   100 flash rate
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